BREAK OFF CHECK VALVE

6" VALVE WITH 6" TO 6" REDUCTION AS SPECIFIED (FLG X MJ)

PVC PIPE

COMMON BRICK

4 REQUIRED

D.I. TEE (1-1/4"

TYPICAL HYDRANT SKEW

TYPICAL HYDRANT LOCATION IN PARKING LOT ISLAND WITHOUT IMPACT PROTECTION

GENERAL NOTES:

1. THREADS ON THE 4 1/2" & 2 1/2" OUTLETS SHALL BE LUBRICATED W/ "NEVER SEEZ" ANTISEIZE & LUBRICATING COMPOUND AS MANUFACTURED BY NEVER SEEZ COMPOUND CORP. OR APPROVED EQUAL.

2. SEE STANDARD DRAWING FOR FIRE HYDRANT PROTECTION ASSEMBLY.

3. WHEN DIMENSION "X" EXCEEDS 48", SEE STANDARD DRAWING FOR VALVE STEM EXTENSION.

4. INTEGRAL MECHANICAL JOINTS ON FITTINGS ARE ACCEPTABLE.

5. REGARDLESS OF LOCATION, ALL HYDRANTS REQUIRE A CHECK VALVE.

6. ALL NUT AND BOLT FITTINGS SHALL BE COVERED WITH CHRISTY CO-15 OR APPROVED EQUAL.

7. ALL FITTINGS SHALL BE WRAPPED WITH 20 MIL PLASTIC VISQUEEN.

8. CONTRACTOR SHALL FOLLOW BURY DEPTH GUIDE STAMPED ON SIDE OF CHECK VALVE.