CLOW WET BARREL HYDRANT

MODEL 960 - (1) 4%” X (2) 24"
MODEL 865 - (2) 44" X (1) 2%”

FIRE HYDRANT TO BE PAINTED WITH TWO COATS OF

18” MIN
FOR WRENCH

FIRE HYDRANT GREEN” (FRAZEE PAINT ARO PLATE)

INSTALL AVK FLOWGUARD Il BREAK OFF

FINISH SURFACE
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CHECK VALVE PER MANUFACTURER’S
INSTRUCTIONS

7' MIN. BEHIND
CURB FACE |

7" MIN. BEHIND
| CURB FACE

NOTE: A

HYDRANTS INSTALLED IN PARKING
LOT ISLANDS WITH NO IMPACT
PROTECTION SHALL CONFORM TO
THE SPACING DIMENSIONS SHOWN
HERE.

ALTERNATE CONFIGURATIONS ARE
PERMITTED BUT ONLY WITH IMPACT
PROTECTION (BOLLARDS) INSTALLED
PER STANDARD DRAWING WA-20.

7' MIN. BEHIND-
CURB FACE

12” THICK CONCRETE COLLAR,

12” FROM AVK EDGE TO OUTSIDE

EDGE. FINISH SURFACE SHALL BE

BELOW CONNECTING BOLTS/NUTS.
INSTALLATION MAY VARY IF OTHER

THAN AVK FLOWGUARD II.

BREAK OFF CHECK VALVE

VALVE BOX-SEE STD. DWG

NO SCALE

MECHANICAL JOINT GLAND PACK

MJ x F BURY

THRUST BLOCK
SEE STD. DRW

|

VARIES

7/

THRUST BLOCK (TYP.)
CLASS "C” CONC. (5

sK.)

TYPICAL HYDRANT

6” VALVE WITH 8” TO 6” REDUCTION 1.

LANDSCAPED AREA

TYPICAL HYDRANT LOCATION IN PARKING LOT ISLAND WITHOUT

GENERAL

IMPACT PROTECTION

NOTES:

NO SCALE

AS SPECIFIED (FLG X MJ)

PVC PIPE

COMMON BRICK

7l .~ 4 REQUIRED 3.
D.Il TEE (F—F-F

4, INTEGRAL MECHANICAL JOINTS ON FITTINGS ARE ACCEPTABLE.

LATERAL TO VALVE

THRUST BLOCK|
"SEE STD. DRW.'

R;:AR%% %%EI’ R.C.E. 44,213 EXP. 6/30/07

NO SCALE

2. SEE STANDARD DRAWING FOR FIRE HYDRANT PROTECTION ASSEMBLY.

5. REGARDLESS OF LOCATION, ALL HYDRANTS REQUIRE A CHECK VALVE.

7. ALL FITTINGS SHALL BE WRAPPED WITH 20 MIL PLASTIC VISQUEEN.

THREADS ON THE 4 1/2” & 2 1/2” OUTLETS SHALL BE LUBRICATED W/ "NEVER SEEZ” ANTISEIZE &
LUBRICATING COMPOUND AS MANUFACTURED BY NEVER SEEZ COMPOUND CORP. OR APPROVED EQUAL.

WHEN DIMENSION ”X” EXCEEDS 48”, SEE STANDARD DRAWING FOR VALVE STEM EXTENSION.

6. ALL NUT AND BOLT FITTINGS SHALL BE COVERED WITH CHRISTY CG-15 OR APPROVED EQUAL.

8. CONTRACTOR SHALL FOLLOW BURY DEPTH GUIDE STAMPED ON SIDE OF CHECK VALVE.
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6” FIRE HYDRANT INSTALLATION
COMMERCIAL/MULTI-FAMILY RESIDENTIAL

WA-31

DRAWN BY: JAS

DATE DRAWN: 1/16/2018 |

| SCALE: NONE

| SHEET 1 OF 1

STANDARD NUMBER




