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GENERAL NOTES =

1. WORKMANSHIP AND MATERIALS SHALL COMPLY WITH CITY
SPECIFICATIONS FOR MATERIALS AND THE CONSTRUCTION OF
CONCRETE CURBS, GUTTERS, SIDEWALKS, AND DRIVEWAYS.

2. SUBGRADE COMPACTION - 95% AS MEASURED BY CALIFORNIA
TEST METHOD 216 OR BY CALIBRATED NUCLEAR DENSITY

INSTRUMENT.

3. SEE TABLE FOR VALUES OF GUTTER/SPANDREL THICKNESS (T),
WIDTH (W), AND CURB RETURN RADIUS (R).

4. AT-GRADE DRIVE APPROACH SHALL HAVE A MINIMUM THROAT
WIDTH OF TWENTY-FOUR (24) FEET.

5. EDGE OF DRIVEWAY SHALL BE SPACED A MINIMUM OF FIVE (5)
FEET FROM ANY ABOVE-GROUND UTILITY SUCH AS STREET
LIGHTS, FIRE HYDRANTS, METERS, OR UTILITY VAULTS, AND A
MINIMUM OF TEN (10) FEET FROM ANY STREET TREES.

6. DRIVEWAYS ON THE SAME PARCEL SHALL BE SEPARATED BY A
MINIMUM OF TWENTY (20) FEET.

7. AGGREGATE WIDTH OF ALL DRIVEWAYS ON THE SAME PARCEL
SHALL NOT EXCEED FIFTY (50) PERCENT OF THE PARCEL’S
FRONTAGE ALONG THE STREET.

1/21

L COLD JOINT
5/8" DIA. SMOOTH SOLID

STEEL DOWEL 18” LONG
(ONE END WRAPPED WITH
6 MIL. VISQUEEN)

DETAIL C

ASPHALT

3 DOWELS MIN. AT 2’

MAXIMUM SPACING COMPACTED SUBGRADE 95%
RELATIVE COMPACTION TO 127
DEPTH BELOW FINISHED SUBGRADE.

SECTION B-B

STREET |y | oy | R
PRIMARY ARTERIAL 8” 12’ 35’
SECONDARY ARTERIAL 8" 12’ 35’
COLLECTOR 6” 8’ 27’
LOCAL 6” 6’ 27’
MINOR 6” 6’ 27’
DRIVEWAY 6” 6’ 15°
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