6'-10" OR 8'-10"

¢

Ww/2

|
w31

v

G!TER

OF -

STREET .
TYPICAL BARRICADE A
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SIGNS

POST DETAIL A

10°—0" MAX. SPACING. | 10°—0" MAX. SPACING
| TYPICAL RAIL & TRUSS WIRE PANEL

CORNER OR END POST STD.
GALV. PIPE, PER SPECS.

—J%” STD. GALV. PIPE RAIL

LINE POST STD. GALV. PIPE,
PER SPECS.

\1—}1" TOP RAIL CONTINUOUS,
STD. GALV. WITH 11 GA. WIR|
TIES 24"CC.

INTERMEDIATE POST STD.GALV. PER SPECS |
TO BE INSTALLED AT GRADE CHANGES
EXCEEDING 5% AND AT INTERVALS NOT TO
EXCEED 200" AND ANGLE POINTS OVER
30.

A BARRICADE NOTES:

(1) 2" 1D. SCH. 40 GALV. PIPE 6'~0" LONG W/CAP.
(2 MIN. 18" IN GROUND.

@ ALL TYPE N-2 (18"X18") (RED REFLECTIVE BACKGROUND) SHALL BE 4’
TO TOP OF SIGN.

@ W-31 SHALL BE MOUNTED W/TOP BOLT BEING IN MIDDLE OF SIGN
(THIS MAKES THE END SIGN HIGHER).

@ ALL SIGNS SHALL BE VIP SHEETING.

@ END SIGN [W31 (30" x 30"] AT CENTER OF ST. W/N2'S SPACED 7 FT. MAX.
APART.

TENSION BAR 35" X %" MIN.
L TENSION BARS.
¥s" X %" MIN.

FOR CORNER, TYPICAL RAIL AND TRUSS
WIRE PANEL TO JOIN POST IN BOTH

" DIRECTIONS.
11 GA. WIRE TIES 12" C.C.
11 GAGE 2" MESH, CHAIN SLOPE SURFACE TO DRAIN
ICAL
LINK FABRIC. (TYPICAL) TYPICAL RALL &
— TYPICAL RAIL TRUSS WIRE
GROUND LINE - & TRUSS WIRE 4'-0" PANEL.
WIRE WITH 11 GA. WIRE TIES ; .‘? P CLEAR OPENING 1-%" STD. GALV.
- L— | —/4 . .
18" £+ C.C. i R ;?JSI)? ';i?ﬁf‘l PIPE FOR GATE.
\ TYPICAL FENCE ELEVATION, 12 MN = [ L% s Tevion Rop
9" MIN. DIA DA ) f & TIGHTENER.
= FASTEN GATE GATE POST STD. GALV.
CATCH POST PIPE, PER SPECS.

TYPICAL RAIL & TRUSS WIRE PANEL |

TOP RAIL 1% PIPE, CONTINUOUS

7 GA. SPRING STEEL TENSOIN WIRE WITH
11 GA. WIRE TIES 18" C.C.

} ——-1 '—-—12" MIN. DIA
2" MN

INTERMEDIATE POST DETAIL

2" M

(LOCKABLE)

A COLOR COATED CHAIN LINK FENCE NOTES

1. CHAIN LINK FABRIC; 2" MESH, 11GA. WITH BLACK POLYVINAL CHLORIDE (PVC)
HEAVY MILL COATING; FABRIC ON INSIDE OF POST; ATTACH TO TOP & BOTTOM OF
RAILS; KNUCKLED SALVAGE TOP & BOTTOM.

2. POSTS; ALL CAPPED;
CORNER & END 2 1/2" DIA.
LINE 2" DIA.

TOP & BOTTOM RAILS 11/2° DA
POSTS TO BE 8’ O.C.

. TACK WELD ALL FASTENERS.

. TRUSS RODS 3/8" DIA.
STRETCHER BAR 1/4” x 3/4”.

ALL CHAIN LINK FENCING FRAME, POSTS, RALLS, RODS, FITTINGS AND
ACCESSORIES SHALL BE BLACK POLYESTER POWER COATED FINISH.

- CLEAR OPENING PER SPECS
1" STD. GALV. STIFFENER
PLUNGER ROD (LOCKABLE)

o No U~ W

GATE POSTS STD. GALV. PIPE,
PER SPECS.

1GA 2" M
CHAN LINK
FABRIC —

GROUND AL
6" DIA. PLUNGER
ROD CATCH

1-%" STD. GALV. PIPE FOR GATE FRAME TIE FABIéIC TO
TOP & BOTTOM OF FRAME WITH 11 GA. WIRE TIES.

{FTYPICAL RAIL & TRUSS WIRE
-4 PANEL.

12" MIN.

~——

2" MIN.

N— GROUND LINE

J N— TIE FABRIC TO TOP & BOTTOM
—!  OF FRAME WITH 11 GA. WIRE

12" MIN. TES
DA

TYPICAL WALK GATE
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°» TYPICAL DRIVE GATE

GENERAL NOTES:

1. CONCRETE CLASS "C" (5 SACK).
2. SLOPE TOP OF CONCRETE AT POSTS TO DRAIN.
3. SEE ABOVE FOR COLOR/COATED CHAIN LINK FENCE.
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