FUSED SPLICE 2 EA. #10 AWG. THW., Cu.

NEW HANDHOLE

TYP 2 EA. #10 AWG.THW., Cu. DISCONNECTS—-ONE
’ REQUIRED FOR 120 VOLTS,
SIMULTANEOUS TWO EACH, SIMULTANEOUSLY
FUSED SPLICE DISCONNECT, TYP. OPENING, FOR 240 VOLTS— ( ———\\
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GENERAL NOTES:

. .-4.. )
1. REMOVE EXIST. LIGHT STANDARD. . o “ 1=
90° ELLS _ .
2. DRILL DIAGONAL HOLE THRU CONCRETE IR —
BASE. \&.J'L: 'CONDUIT & WIRE = |||||

- — 3. INSTALL CONDUIT. — PER _(ﬁTY STANDARDS
45 ELL — o - 4. MODIFY BASE OF LIGHT STANDARD TO PROVIDE REINFORCED =] S
— » - HANDHOLE FRAME AND COVER (4”x6 1/2”)- PRIME WITH = |
L L. ALl RUST-OLEUM, OR APPROVED EQUAL. |
CONDUIT & WIRE — = 4 . "4 |[EE 5. REPLACE LIGHT STANDARD ON BASE. COMPLETE WIRING. e s
PER CITY STANDARDS = 5 l4e=== 6. ALL WORK TO COMPLY WITH CITY STANDARD DRWG. FOR 11
(MIN. 2EA #6 AWG. : p (||  STREET LIGHTS AND CITY STANDARD SPEC. FOR MATERIALS o =
THW. Cu., 1” CONDUIT = AND INSTALLATION OF STREET/ALLEY LIGHTS. ‘ 7
N <0 7. WHEN GROUND-ROD IS NOT EXISTNG, USE #6 BARE COPPER, 3 1

1/2”-13NC CAST BRASS GROUND TERMINAL ON POLE, H TTTTTT] T
7/8" CAST BRASS BOLTED CLAMP ON ELECTRODE AND 8'-0” —I
COPPER-WELD GROUND ROD. SEE STD. DRWG. FOR STREET

—

4 '

LIGHTS, BASE DETAIL FOR GROUNDING NUT AT POLE. INTERMEDIATE STANDARD
TERMINAL STANDARD
W%L 14,213 EXP._ 6/30/07 yngéos Clty of Santa Maria
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DESCRIPTION:

STREET LIGHT CONVERSION s
TO UNDERGROUND SERVICE | SL—10
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