FLANGE

TEMPORARY THRUST BLOCK

(SEE TABLE FOR NECESSARY
BEARING AREA OF TIMBER
AGAINST TRENCH WALL)

45°

UNDISTURBED EARTH

ELL IN VERTICAL POSITION PIPE|”X” IN C.Y.

SIZE

4” 1.2

6” 2.4

8” 4.0

10”| 6.7
FOR 12” AND
LARGER SIZES
SEE PLAN.

”X” IN C.Y. P.C CONCRETE

NOTE: USE No. 6 REBAR
TO ANCHOR FITTING TO
TO THRUST BLOCK AS
SHOWN. TYPICAL FOR
ALL SIZES.

2 YOKES AT EACH
FITTING.

THRUST BLOCK AREAS
(IN SQUARE FEET)

PIPE DEAD END 90¢ 45¢ 22 1/2¢
SIZE OR TEE ELBOW ELBOW ELBOW
4 2 4 2 2
6” 4 6 4 2
8" 8 10 6 2
10" 12 16 10 6
12" 18 24 14 8
147 24 34 18 10
16" 30 42 24 12
18" 40 54 30 16
20" 48 68 36 18
24" 70 96 54 26

GENERAL NOTES:

AREA SHOWN IS VERTICAL SURFACE AGAINST UNDISTURBED EARTH.

AREA SHOW IS FOR 225psi AGAINST 2000psf EARTH RESISTANCE. THRUST
BLOCKS FOR OTHER CONDITIONS WILL BE AS SHOWN ON PLANS.

CONCRETE USED SHALL BE 5 SK./C.Y., MIN. 2000psi IN 28 DAYS.

ALL FITTINGS SHALL BE PROTECTED FROM CONCRETE WITH 6 MIL WRAP

OF POLYTHYLENE (VIS—QUEEN).

. NOT USED.

. THRUST BLOCKS SHALL BE INSTALLED AT REDUCING FITTINGS AS SHOWN
ON THE PLANS, OR AS RECOMMENDED BY THE PIPE MANUFACTURER.

. WRAP ALL EXPOSED PORTIONS OF REBAR W/5 LAYERS OF 6 MIL

VISQUEEN. EXTEND VISQUEEN 6" MINIMUM INTO CONCRETE, TYP.
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